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HYDRAULIC HOSES AND WORKING MEDIUM

Our hydraulic hoses are generally suitable for mineral and

synthetic oil based hydraulic fluids (HL, HLP, HLPD, HVLP),

for oil water emulsions (HFAE, HFAS, HFB), and for water

glycol solutions (HFC), as well as for vegetable and mineral

oil-based lubricants . In individual cases, there may be

restrictions to the use due to manufacturer specific oil

additives .

Our hydraulic hoses are not designated for sale to the

general public and do not fulfill the conditions for “GS-

certification” (voluntary certification related to tested safety).

If you or your customers should intend to sell our hydraulic

hoses to the general public / or in case you require

hydraulic hoses suited for GS-certification please contact a

Semperit specialist.

Our hydraulic hoses are not suitable for hydraulic fluids

based on chlorinated hydrocarbons or phosphate esters

(HFD R/ S/T).

Our hydraulic hoses are suitable for compressed air up to a

maximum of 50 bar/ 80°C, with a restricted service life

time.

In principle, they are suitable for biodegradable hydraulic

fluids (bio oils, HETG, HEPG, HEES), but this may be

restricted by manufacturer specific oil additives.

Caution: The hose's inner surface (inner liner) must be

appropriate for the medium used in the application (oil,

water, air), as otherwise the hose can be damaged or

destroyed by the working medium or its contents and

eventually fail, which can result in (partial or serious)

material damage and personal injury.

For safety reasons, in case of individual questions or

uncertainties about the choice, use or proper handling,

please contact a Semperit specialist.
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